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EVI Vari Intense®

Electro-Voice®'s unique EVI Vari Intense® (VI) speakers are
engineered to eliminate the need for additional long-throw
horns or delayed sources in many rooms. The EVI Vari
Intense® series provides an economical solution for permanent
installations that require coverage over a rectangular area. In
a typical room, the distance from the loudspeaker to the last
row is two or more times that to the front row, resulting in a
substantial loss in level and intelligibility at the rear. The VI
horn delivers 6 to 8 dB more SPL to the back of the room,
overcoming the level loss without resorting to the expense
and complexity of additional speaker systems or components.

The problem is old; EV®'s solution is new. EVI is perfect for
conference centers, houses of worship, halls, and other ven-
ues where evenly distributed SPL is essential. EVI systems are
made of 18 mm 13-ply birch plywood (EVI 28: 12 mm 9-ply),
texture-painted with a powder-coated metal grille.

A simple 3-2-1 rule-of-thumb applies for determining EVI
coverage patterns: The pattern’'s width will equal twice the
height of the room, and the pattern’s length will equal three
times the height. See the illustration below.

EVI Vari Intense® coverage pattern (3-2-1 Rule):
If speaker height = H, then coverage length = 3H, coverage width = 2H, and first row coverage = 1H

Two-way, full-range loudspeaker
Vented LF enclosure wh
1.25" voice coil (titanium diaphragm) HF
PRO™ Driver protection circuit

Time Path™ phasing plug

Multi-angled housing

Stacked, frequency-shaded woofers maintain
vertical coverage angle down to 500 Hz with 120° |1
(typical 180°); ideal for reverberant rooms
Five 3/8"-16 hanging points




EVI-12

e Two-way, full-range loudspeaker l'“"Id
e High sensitivity
e Vented LF enclosure |Clmll
e 1.25" voice coil (titanium diaphragm) HF —
e PRO™ Driver protection circuit haiedrs
e Time Path™ phasing plug
e Multi-angled housing R
e Five 3/8"-16 hanging points
KD

EVI-15

e e un
e Two-way, full-range loudspeaker —
e High sensitivity Wh

e Vented LF enclosure
e 1.25" voice coil (titanium diaphragm) HF =
e PRO™ Driver protection circuit
e Time Path™ phasing plug

e  Multi-angled housing

e Five 3/8"-16 hanging points 27

white

flying
hardware

mounting
hardware

VI Horn

SPECI CATIONS

SIS EVI-12 EVI-15 EVI-28
Frequency range (-3 dB) 45 Hz-20 kHz 45 Hz-20 kHz 62 Hz-20 kHz
Recommended high-pass frequency — — —
Sensitivity (SPL 1 W/1 m) 99.5 dB 100 dB 93 dB
Max. SPL/1m (calc.) 129 dB 129.5 dB 123.5dB
Long-term power handling 250 W 250 W 250 W
Short-term power handling 1,000 W 1,000 W 1,000 W
Coverage (H° x V°) 60° x 65° 60° x 65° 65° x 65°
LF driver 12" 15" 2x8"
HF driver (exit) 1" (DH2010A) 1" (DH2010A) 1" (DH2010A)
Crossover frequency 2,000 Hz 2,000 Hz 2,000 Hz
Nominal impedance (minimum) 8Q 80 8Q

Input connections

screw terminal

screw terminal

screw terminal

Dimensions (H x W at front x D)

554 x 356 x 699 mm
21.8" x 14" x 27.5"

584 x 429 x 766 mm
23" x 16.9" x30.2"

353 x 496 x 523 mm
13.9" x19.5" x 20.6"

Net weight

21.8 kg (48 Ibs)

24.0 kg (53 Ibs)

16.3 kg (36 Ibs)
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EV I D

Dual Woofers for extended bass, greater power handling and output. F
Coherent Coverage Waveguide Horn design on models 4.2 and 6.2.

Dual Low-Frequency Ports provide extended bass output.

Treated Woofer Cones for added weather resistance and increased reliability.

Durable Zinc-Plated Steel Grille.

Cast Aluminum Strong-Arm-Mount™ (SAM™) system provides excellent strength

and reliability.

Over 100 degrees of swing and 90 degrees of rotation for incredible installation flexibility.
Simple Keyed Hex Head Adjustments make installations quick and easy.

Titanium Dome Tweeters with Neodymium Magnet structures provide clean highs

and added weather resistance.

One-piece ABS Cabinet provides outstanding strength and acoustic rigidity.

Smooth Lines and Innovative Cosmetic Design complement any décor or environment.
Magnetically Shielded Transducers allow placement close to sensitive equipment.

Design goes audio...

“EVID products are an important part of the ‘Fun Ship’ entertainment expe-
rience for our guests. In addition to being visually appealing, EVID offers
great sound and dependable performance, regardless of sea conditions.”
Craig Palcisko, audio supervisor, Carnival Cruse Lines.






